DE LEISTUNGSERKLARUNG

Verordnung (EU) 305/2011 Nr. 0001 — CPR-2013/07/01
Nr.: 128

1. Referenznummer RAIS VISIO UNIQ-A 3-sided model - ATTIKA VISIO UNIQ-A 3-sided Model

Typel/Version Freistehender Raumheizer fiir feste Brennstoffe
Verwendungszweck Kamineinsatz fiir feste Brennstoffe ohne Warmwasseraufbereitung
Hersteller Spartherm Feuerungstechnik GmbH, Maschweg 38, D-49324 Melle, www.spartherm.com

Bevollméchtiger

ART 2% OF FIRE

RAIS A/S, Industrivej 20, Vangen, DK-9900 Frederikshavn, Danemark, www.rais.com / www.attika.ch

oo s N

System zur Bewertung
der Leistungsfahigkeit ~ SYStem 3
Danish Technological Institute - Identification no. 1235
Teknologiparken, Kongsvang Allé 29,

DK-8000 Arhus C
300-ELAB-2564-EN, ELAB-2564-AUS (Art. 15a B-VG)

7. Notifizierte Priifstelle

Priifbericht

8. Erklarte Leistungen

Harmonisierte technische Spezifikation:

EN 13229:2001/A2:2004/AC:2007
Vereinbarung Art 15a B-VG Feuerungsanlagen

Wesentliche Merkmale

Leistung

Brandsicherheit

Isoliertes Rauchrohr

50 mm Skamotec 225 nicht brennbare Platte
Entfernungen werden extern an der eingebauten
Box gemessen

Brandverhalten Al VISIO UNIQ-A 3-sided model
Mindestabstand zu brennbaren Hinten 0
Materialen [mm] Seiten 650
Fiir andere Installations- oder Decke 250
Aufstellungsabsténde siehe Front 1000
Bedienungsanleit

iandngsanieliung Boden 400
Brandgefahr durch Herausfallen von Erfill

brennenden Brennstoffen

OGC (bez. auf 13 % 02)

43 mg/MJ — 66 mg/Nm?

Emission bei Verbrennung 0,082 %/
(bez. 13 Vol-% Oy) 667 mg/MJ
1025 mg/Nm?

NOx (bez. auf 13 % 0,)

74 mg/MJ - 113 mg/Nm?

Staub (bez. 13 Vol-% O,)

17 mg/MJ — 27 mg/Nm?

Oberflachentemperatur Erfullt
Elektrische Sicherheit NPD
Reinigungsmaglichkeit Erfullt
Maximaler Wasser-Betriebsdruck - bar
Abgastemperatur bei Nennwérmeleistung 207 °C
Mechanische Festigkeit zum Tragen des NPD
Schornsteins

Waérmeleistung

Nennwéarmeleistung 8,0 kW
Raumwarmeleistung 8,0 kW
Wasserwérmeleistung - kW
Wirkungsgrad /4 80 %
Jahresnutzungsgrad nS,on 70 %

9. Die Leistung der in den Punkten 1 und 2 identifizierten Produkte entspricht den erklérten Leistungen in Punkt 8.
Diese Leistungserklarung wird unter der alleinigen Verantwortung der in Nummer 4 genannten Herstellers ausgegeben.

Unterzeichnet fiir und im Namen des Herstellers:

Ort FREDERIKSHAVN, DENMARK

Datum 08-11-2022

John Engell Nielsen, R&D Manager
b

?&Un/terschriﬂ
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Regulation (EU) 305/2011 No. 0001 — CPR-2013/07/01

UK DECLARATION OF PERFORMANCE

1. Unique identification code of
the product-type

Type
Intended use
Manufacturer

Authorised representative

CARC A o O

System of assessment AVCP

7. Notified body

8. Declared performance

No.: 128

RAIS VISIO UNIQ-A 3-sided model - ATTIKA VISIO UNIQ-A 3-sided Model

Inset appliance burning solid fuel without hot water supply
Domestic room heater
Spartherm Feuerungstechnik GmbH, Maschweg 38, D-49324 Melle, www.spartherm.com

RAIS A/S, Industrivej 20, Vangen, DK-9900 Frederikshavn, Danmark, www.rais.com / www.attika.ch

System 3
The notified Danish Technological Institute - Identification no. 1235 Teknologiparken,
laboratory Kongsvang Allé 29, DK-8000 Arhus C

performed the determination of the product type on the basis of type testing under system 3 and
issued test report
a. 300-ELAB-2564-EN, ELAB-2564-AUS (Art. 15a B-VG)

EN 13229:2001/A2:2004/AC:2007

Hamonized (edhioal.spevification: Vereinbarung Art 15a B-VG Feuerungsanlagen

ART 82 OF FIRE

Essential characteristics

Performance

Fire safety

e Insulated flue
° 50 mm Skamotec 225 non-combustible panel board
Distances are measured externally on the built-in box

Reaction to fire A1 VISIO UNIQ-A 3-sided model
Distance to combustible materials rear 0
Minimum distances [mm] sides 650
For other installation or wall ceiling 250
settings see instruction manual Front 1000
Floor 400

Risk of burning fuel falling out Pass
OGC (rel. 13 Vol-% O2) 43 mg/MJ — 66 mg/Nm?
CO-emission of combustion products 0,082 % /

667 mg/MJ

1025 mg/Nm?

NOx (rel. 13 Vol-% Q2)

74 mg/MJ — 113 mg/Nm?

Dust at (rel. 13 Vol-% O,)

17 mg/MJ — 27 mg/Nm?

Surface temperature

Pass

Electrical safety

NPD

Cleanability

Pass

Maximum operating pressure

- bar

Flue gas temperature T at nominal heat
output

207 °C

Mechanical resistance
(to carry a chimney/flue)

NPD

Thermal output

Nominal heat output

8,0 kw

Room heating output

8,0 kW

Water heating output

- kW

Energy efficiency n

80 %

Seasonal Efficiency nS,on

70 %

9. The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 8.
This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.

Signed for and on behalf of the manufacturer by:

Place

Date

FREDERIKSHAVN, DENMARK

08-11-2022

John Engell Nielsen, R&D Manager
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ART 228 OF FIRE

EU DECLARATION OF CONFORMITY

Company name: Rais A/S

Postal address: Industrivej 20

Postcode: 9900

City: Frederikshavn, Denmark
Telephone number: +45 98 47 90 33

E-Mail address: kundeservice@rais.dk

Declare that the DoC is issued under our sole responsibility and belongs to the following product;

Rais project number: | 128
Models: RAIS VISIO UNIQ-A 3-sided model
ATTIKA VISIO UNIQ-A 3-sided Model

Type Inset appliance burning solid fuel without hot water supply

Serial number: All stoves have a unique serial number that is affixed to the stove.

The location of the sticker is indicated in the user manual and is recorded in the Rais serial
number database.

| Last two figures, the year, where the CE-Label was put on the stove | 22 |

Object of the declaration:

Room heater




ART 32 OF FIRE

The object of the declaration described above is in conformity with the relevant top-level directives and

®

regulations
DIR 2009/125/EC 21/10/2009 Energy Related Products Directive (ecodesign)
REG (EU) 305/2011 9/3/2011 Construction Products Regulation (CPR)
REG (EU) 2017/1369 4/7/2017 Energy Labelling Regulation

Implementation measures incl regulations and delegated acts

(EU) 2015/1186 (EL) 24/4/2015 Energy labelling delegated act on Room heaters
(EU) 2015/1185 (ED) 24/4/2015 Ecodesign regulation on Room heaters
2017/C 076/02 10/3/2017 COM Transitional methods OJ EU C76 Vol 60

Harmonized standards, other standards, and technical specifications

EN 13229:2001 13/6/2001 Inset appliances including open fires fired by solid fuels
EN 13229/A1:2003 02/04/2003 Inset appliances including open fires fired by solid fuels
EN 13229/A2:2204 15/09/2004 Inset appliances including open fires fired by solid fuels
CEN/TS 15883 8/9/2009 Emission measurement from 2009

EN 16510-1:2018 31/7/2018 Emission measurement methods 2018 onwards

Notified body

4 digit notified body number:

| Danish Technological Institute

| 1235

Additional information:

Further information on declared fire safety performance & emissions are available in the Declaration of

performance. (DOP)

PLACE: FREDERIKSHAVN, DENMARK

Date: 06-07-2022

é: : nature
John Engell Nielsen

R&D / Quality Manager

Installation approved by.

Date: ...............

Siénature ey






